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2025 TOURING CAR CUP  
SPORTING AND TECHNICAL REGULATIONS 

BULLETIN No. 1 
 
 
ARTICLE 34 START/DELAYED START 
34.1 Not later than 10 minutes before the beginning of the formation lap, the pitlane / the pre-start shall 

be opened, and the cars leave for a reconnaissance lap(s). 
At the end of this/these lap(s), the cars shall enter the starting grid at walking pace and move to 
their designated grid positions. 
Engines shall be stopped. 
Any car while entering the starting grid and its starting position must cross Safety Car Line 1 or 
other point defined by the Race Director before the three-minute signal is shown, otherwise must 
enter the pit lane in the end of reconnaissance lap(s) and start the race from the pit lane. 
Not later than 5 minutes before the start of the formation lap, the exit from the pit lane shall be 
closed. 
Cars still in the pit lane may start from the pit lane. They may be moved to the pit lane exit only 
with the driver in position. 

 
ARTICLE 35 SAFETY CAR 
35.15 In exceptional circumstances and After a suspension under Article 41.5, the Race will may be re-

started behind the Safety Car. In such case, it shall turn on its yellow/orange lights at any time 
before the one-minute signal. This shall be the signal to the drivers that the Race will be re-started 
behind the Safety Car. All Marshals’ posts shall display waving yellow flags and the “SC” boards 
as long as the Safety Car is deployed. 
When the green lights are on, the Safety Car shall leave the pit lane grid with all cars following in 
grid order no more than 5 car lengths apart. There shall be no formation lap and racing shall start 
when the green lights are on. 
When the Race Director calls the Safety Car in, it must extinguish its yellow/orange lights; this 
shall be the signal to the drivers that it will be entering the pit lane at the end of that lap. At this 
point the first car in line behind the Safety Car may dictate the pace and, if necessary, fall more 
than 5 car lengths behind it. As the Safety Car approaches the pit lane entrance, the yellow flags 
and SC boards at the observer’s posts shall be withdrawn and replaced by waving green flags and 
by green lights at the Line, which shall be displayed until the last car has crossed the Finish Line. 
During the first lap only overtaking shall be permitted if a car is delayed when leaving pit lane its 
grid position and cars behind cannot avoid passing it without unduly delaying the remainder of the 
field. Should that be the case, drivers may only overtake to re-establish the original starting order.  
Any delayed driver and who is unable to re-establish the original starting order before he/she 
reaches the Safety Car Line 1 or any other point defined by the Race Director, they must resume 
the race from where they are. 
If stationary after the remainder of the cars have crossed the pit exit line Starting Line, drivers 
who shall be delayed leaving the pit lane grid may not overtake any other moving car and must 
form up at the back of the line of cars behind the Safety Car. 
Should more than one driver be affected, they must form up at the back of the field in the order 
they left the grid. 
Any of the penalties under Article 16 shall be imposed on any driver whom the Race Director or 
the Stewards deem to have unnecessarily overtaken another car during the first lap. 

 
ARTICLE 38 RESUMING A RACE 
38.3 When the five-minute signal is shown, all cars must have their wheels fitted; after this signal, 

wheels may only be removed in the pit lane or on the grid during a further race suspension. 
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38.6 A drive-through penalty will be imposed on any driver whose car was not resting on its wheels at 
the three-minute signal or has any of the wheels changed before it leaves the pit lane after the 
race has been resumed. At some point after the three-minute signal, which will be dependent 
upon the expected lap time, any cars between the Safety Car red flag line and the leader will be 
waved off to complete a further lap, without overtaking, and join the line of cars behind the Safety 
Car. 

 
38.10 Overtaking behind the safety car is only permitted in the following cases: 

a) if a car is delayed when leaving its position in the fast lane and cars behind cannot avoid passing 
it without unduly delaying the remainder of the field. In this case, drivers may only overtake to 
re-establish his/her original starting position, provided he does so before he crosses the Safety 
Car Line 1 or any other point determined by the Race Director or Clerk of the Course on the 
lap the safety car returns to the pits. Should it fail to do so, he/she must resume the race from 
where they are. re-enter the pit lane and may only rejoin the race once the whole field has 
passed the end of the pit lane after the race has been resumed. 
Any driver who is delayed as above must not overtake another moving car if he was stationary 
after all other cars have passed pit exit line him and must start from the back of the grid. If 
more than one driver is affected, they must form up at the back of the grid in the order in 
which they left to complete the formation lap. 
Any of the penalties under Article 16 shall be imposed on any driver whom the Race Director 
or the Stewards deem to have unnecessarily overtaken another car. 
A drive-through will be imposed to any driver who fails to re-enter the pit lane if he has not re-
established the original starting order before he reaches the Safety Car Line 1 or any other 
defined point by the Race Director or Clerk of the Course on the lap the safety car returns to 
the pits, 

b) a driver may overtake to re-establish the order before the race was suspended, based on 
instructions from the Race Director, provided he does so before he crosses the first safety 
line/any other point defined by the Race Director on the lap the safety car returns to the pits. 
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